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GENERAL NOTES: 3 3

GRAPHIC SCALE 1. PARCEL IS KNOWN AS TAX LOT 1 IN BLOCK 118.02 AS SHOWN ON THE TAX MAPS OF THE &ala

20 0 10 20 40 80 TOWNSHIP OF EWING. § §
( IN FEET ) 3. PARCEL IS LOCATED ENTIRELY IN THE R-2 (RESIDENTIAL SINGLE FAMILY- DETACHED) DISTRICT

1inch = 20 ft. AS SHOWN ON THE ZONING MAP OF THE TOWNSHIP OF EWING.

4. IFTHIS DOCUMENT DOES NOT CONTAIN A RAISED IMPRESSION SEAL OF THE PROFESSIONAL, IT
IS NOT AN AUTHORIZED ORIGINAL, AND MAY HAVE BEEN ALTERED.

5
PROP. BENCH (TYP.) v - v 5. THIS IS A LOT DEVELOPMENT PLAN AND NOT A SURVEY. DO NOT SCALE DRAWINGS FOR
. 3 . LOCATIONS OF ADJACENT STRUCTURES AND SURROUNDING PHYSICAL CONDITIONS. THESE 2|z
. ITEMS MAY BE SCHEMATIC ONLY EXCEPT WHERE DIMENSIONS ARE SHOWN THERETO. zlz
PROP. 10' x 12" [ . . ==
BLOCK TRASH © SITING/ v | v 6. THE CONTRACTOR SHALL NOTIFY THE UNDERSIGNED PROFESSIONAL IMMEDIATELY IF ANY EE
LOCK TRASH \ } PLAYAREA | .* < FIELD CONDITIONS ENCOUNTERED DIFFER FROM THOSE SHOWN HEREON. M
v e e v v v v v e v o 8 ElE
PR PR 7. ELEVATIONS AND CONTOURS SHOWN ON THIS PLAN ARE BASED ON THE SURVEY PERFORMED 3|z
e v =T AND PROVIDED BY CONTROL LAYOUTS, INC. LAND SURVEYORS OF HIGHLAND PARK, NJ, BASED 2 E
—_————— ON NAVD 88 DATUM, DATED 05/16/19 AND REVISED ON 11/19/24. Bl
35' REAR YARD v v v v B
SETBACKLINE | MR IR 20 wogy, 8. PROPOSED DWELLING FOOT PRINT AND SITE LAYOUT SHOWN HERE ARE AS PER THE i
= o ARCHITECTURAL PLANS PREPARED BY AMRARCH DESIGN STUDIO OF SOMERVILLE, NJ, - -
A A RECEIVED AS DIGITAL FILE . z = =
v v oy v v v v v ;m 49 a Ll 2 a &8
< 2| 2 ] B F
. / . VBIV e kw V1W1w8v ng A 9. THE CONTRACTOR SHALL VERIFY ALL UTILITY INFORMATION TO HIS SATISFACTION PRIOR TO z3 E H 2l E & o ’g 'e'l
] DlockK 1lo.VUg ~ | COMMENCEMENT OF ANY WORK, THE CONTRACTOR SHALL PERFORM TEST PITS WHERE 2 N & B g
. S v v Lot 1 - v EXISTING UTILITIES ARE TO BE CROSSED. TEST PIT INFORMATION SHALL BE GIVEN TO THE B gl
54 46875 sqft, T )L ENGINEER PRIOR TO CONSTRUCTION TO PERMIT ADJUSTMENTS AS MAY BE REQUIRED TO
v v v 49 Sq- Ity v AVOID CONFLICTS. FE
‘ v v1.08 acres” ¥ |v 2w LZ
o PRV IV 10. ALL EXISTING UTILITIES THAT ARE TO BE RELOCATED OR ALTERED IN ANY MANNER ARE TO BE =« 22 s
| - PR . DONE IN ACCORDANCE WITH THE RESPECTIVE UTILITY COMPANIES STANDARDS. ALL THE o= 28 £
| r v v v v e EXISTING UTILITIES EXPOSED DURING CONSTRUCTION ARE TO BE SUPPORTED UNTIL BACKFILL 2 P
v Vo v, IS IN PLACE. ANY CROSSING LESS THAN ONE FOOT CLEAR TO BE SUPPORTED WITH A SADDLE o & zZs
A A SR (CONCRETE OR SAND) AS NOTED. a % =]
R 78.00 ? VAN 1] Za
T — - L=
— = e 11. ALL SEWER LINES SHALL BE LOCATED AT LEAST 10 FEET HORIZONTALLY FROM POTABLE WATER Z 2 =2
P ARF;SS(? ;és[():'(\:(ﬁ;) A PARKING AREA — 1 jj — LINES AND/OR AT LEAST 18 INCHES BELOW POTABLE WATER LINES AND IN SEPARATE g . "
. £ ARE = ST
L+ 46SPOTS g TNt - PROP. ADA RAMP (TYP.) TRENCHES. E S £
—— i 7 nE
-~ ~ = 12. ALL UTILITIES SHALL BE INSTALLED UNDERGROUND. DESIGN AND INSTALLATION OF WATER, ;0 Ss
PROP. BUILDING OVER?Q':G) - s ! ELECTRIC, GAS, TELEPHONE AND CABLE TO BE PROVIDED BY RESPECTIVE UTILITY COMPANIES. ; E -z
. = 25
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13. UTILITY CONNECTIONS SHALL COMPLY WITH THE COUNTY/MUNICIPAL ROAD OPENING PERMIT *Z’: ) s
PROP. STORZ CONNECTION PER FIRE ?/E REQUIREMENTS. a ==
2
DEPARTMENT REQUIREMENTS s 14. SITE GRADING AND UTILITY WORK ARE TO BE PERFORMED IN A MANNER TO MINIMIZE Z7
v DAMAGE TO EXISTING VEGETATION AND TREES. ALL AREAS NOT AFFECTED BY CONSTRUCTION
PROP. KNOX BOX - LOCATION AND HEIGHT g ARE TO REMAIN NATURAL AND UNDISTURBED. q
TOBE DETERMINED BY THE FIRE MARSHAL'S 2 15. LOCATION OF PROPOSED ROOF DRAINS ARE APPROXIMATE AND SHALL BE COORDINATED v
- £
OFFICE DURING GONSTRUCTION WITH THE PROJECT ARCHITECT PRIOR TO CONSTRUCTION. ALL PROPOSED ROOF LEADERS TO E g
< — BE DISCHARGED AT GRADE TO SPLASH PADS AWAY FROM THE FOUNDATION AND ADJACENT X R
=1 PROPERTIES. b £24
i @ - 298
2.00' b ' 16. NO DETERMINATION WAS MADE AS TO THE PRESENCE OR NONEXISTENCE OF WETLANDS Z 2535
PROP. SIDEWALK (TYP.) 1= B> . AND/OR HAZARDOUS MATERIALS. THE CLIENT SHOULD PURSUE THESE MATTERS AS ITEMS = g5
PROPOSED h SEPARATE AND APART FROM THESE PLANS. ¢ R
w E &
Z|v - S
El 17. NO ON-SITE SOIL TESTING AND GROUNDWATER ASSESSMENT HAS BEEN PERFORMED ON THIS al 2

162.00'
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PROJECT BY THE DESIGN ENGINEER. IT SHALL BE THE OWNERS AND/OR CONTRACTORS w‘
RESPONSIBILITY TO CONDUCT SOIL TESTING AND GROUNDWATER ELEVATION DETERMINATION
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PROP. E.V.-READY (TYP.) - — =h Z [E 2 2
FINAL LOCATION TO BE DETERMINED —_ 1 - TO CONFIRM APPLICABILITY OF PROPOSED IMPROVEMENTS, CONSTRUCT ABILITY OF THE g s%
PRIOR TO CONSTRUCTION (7 SPACES “l PROPOSED FINISHED GRADES AND CONSTRUCTION TECHNIQUES WITH RESPECT TO = < &Eg
( ) SUBSURFACE SOIL AND GROUNDWATER CONDITIONS. o) g 58
. k=)
- T EBE
= 1%?)0 | 18. THIS SET OF PLANS HAS BEEN PREPARED FOR PURPOSES OF MUNICIPAL AND AGENCY REVIEW 5 2925
S oy (TvP). AND APPROVAL. THIS SET OF PLANS SHALL NOT BE UTILIZED AS CONSTRUCTION DOCUMENTS A ESS
o 23 UNTIL ALL CONDITIONS OF APPROVAL HAVE BEEN SATISFIED AND THE DRAWINGS MARKED } 5 8EE
© Ly @ : "ISSUED FOR CONSTRUCTION". 5E£382
3 o — B PROP. CANOPY Ti5E
o o 19. ALL MATERIAL, WORKMANSHIP AND CONSTRUCTION FOR SITE IMPROVEMENTS SHOWN SEE
= M e v v HEREON SHALL BE PERFORMED IN STRICT CONFORMANCE WITH: k= g22
v £
) v . o NJDOT "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION", A E
= CURRENTLY AMENDED.
PROP. WHITE TRAFFIC PAINT, . [ e« CURRENT PREVAILING MUNICIPAL AND/OR COUNTY SPECIFICATIONS, STANDARDS, AND
=l 4" WIDE (TYP). REQUIREMENTS.
> v o) e« CURRENT PREVAILING UTILITY COMPANY/AUTHORITY SPECIFICATIONS, STANDARDS, AND
REQUIREMENTS. I
<t PROP. CONC. CURB (TYP.) e i = «  "RESIDENTIAL SITE IMPROVEMENT STANDARDS", N.J. ADMINISTRATIVE CODE TITLE S, <
PROP. RETAINING WALL (TYP.) - v Ea CHAPTER 21, AS CURRENTLY AMENDED. )
() >~ o STANDARDS AND/OR CONDITIONS OF ANY OTHER GOVERNING BODIES HAVING =
<t PROP. CONC. APRON v <t JURISDICTION. \ b Z
o PROP. 12" STOP BAR 20. CONSTRUCTION WORK SHALL BE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE SAFETY @) = <
. 72
n v 0 CODES. APPLICABLE SAFETY CODES SHALL MEAN THE LATEST EDITION INCLUDING ANY AND S a & ]
=, PROP. "STOP" (R1-1) SIGN . ®) ALL AMENDMENTS, REVISIONS AND ADDITIONS THERETO OF THE FEDERAL DEPARTMENT OF —_ <O a
LABOR, OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION'S "OCCUPATIONAL SAFETY | - a
Z PROP. DEPRESSED CURB v | (@] AND HEALTH STANDARDS" (OSHA); "SAFETY AND HEALTH REGULATIONS FOR CONSTRUCTION" z = e
= | = OF THE STATE OF NEW JERSEY, DEPARTMENT OF LABOR AND INDUSTRY, BUREAU OF z = Z
| ENGINEERING AND SAFETY; "CONSTRUCTION SAFETY CODE", AND "MAINTENANCE, Z oH =
Ay | =z CONSTRUCTION AND DEMOLITION," AND "BUILDING CODE =) = 4 E
| = -
| 5 21. CONSTRUCTION SITE SAFETY IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR, WHO SHALL v O a
| ALSO BE SOLELY RESPONSIBLE FOR THE MEANS, METHODS, AND SEQUENCING OF 7 e = =)
| o, CONSTRUCTION OPERATIONS. UNDER NO CIRCUMSTANCES SHOULD THE INFORMATION SE=z
| PROVIDED HERE BE INTERPRETED TO MEAN THAT AWZ ENGINEERING, INC. IS ASSUMING Fa=-g=) -
~ +153.39' 20.53' 24.00' 7 | RESPONSIBILITY FOR CONSTRUCTION SITE SAFETY OR THE CONTRACTOR'S ACTIVITIES; SUCH Z nO =
" 07T | RESPONSIBILITY IS NOT BEING IMPLIED AND SHOULD NOT BE INFERRED. =220 >
. =2
7z (AKA. RoUTE 35 3 /’ 22. THE EXISTING BUILDING, DRIVEWAY, AND OTHER STRUCTURES TO BE RAZED AND MATERIALS = g 5 g
~ DB 4597_; = SHOULD BE REMOVED FROM SITE AND PROPERLY DISPOSED IN ACCORDANCE WITH ALL 1)
PROP. CURB AND SIDEWALK ALONG _~ PEN 92) = | wanone APPLICABLE REGULATIONS. w6 B O
PROPERTY FRONTAGE ON RO - T oS — - gl =
66" R.o.w AD & 23. ALLREQUIRED SOIL EROSION AND SEDIMENT CONTROL DEVICES MUST BE INSTALLED PRIOR = = E
: S St st i TO ANY SITE DISTURBANCE. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO SUPPLY ] =1 =
+ i h s ANY ADDITIONAL SOIL EROSION & SEDIMENT CONTROL MEASURES AS REQUESTED BY THE -
3 £ mET GOVERNING SOIL CONSERVATION DISTRICT. .
s Upencrvare 78 90,50 %
- - ELEV=oa6L BOTTOM (Chamber) 8527 24. TOP SOILING & SEEDING SHALL BE PLACED IN THE AREAS DISTURBED DURING CONSTRUCTION -
SR e 3 WO VISBLE APES AND / OR AS DIRECTED BY THE ENGINEER.
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NOTE:

THE BUILDING WILL BE FULLY SPRINKLERED.

SCALE: AS SHOWN
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