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( IN FEET )
1inch = 20 ft.

BUILDING HEIGHT CALCULATIONS

- AVERAGE GRADE =101.86'

- BUILDING HEIGHT FROM FINISHED FLOOR = 33.00'

- FINISHED FLOOR =104.13"

GRADING AND UTILITY NOTES:

1. SITE GRADING SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND
SPECIFICATIONS AND THE RECOMMENDATIONS SET FORTH HEREIN.

- DIFFERENCE BETWEEN FINISHED FLOOR AND AVERAGE FINISHED GRADE 2. COMPLETELY FILL BELOW GRADE AREAS AND VOIDS RESULTING FROM THE

=104.13'-101.86' = 2.27'
- BUILDING HEIGHT = 2.27'+33.00'= 35.27

DEMOLITION OF STRUCTURES AND FOUNDATIONS. PRIOR TO PLACEMENT OF FILL
MATERIALS. UNDERTAKE ALL NECESSARY ACTION IN ORDER TO INSURE THAT AREAS TO

NOTE:

BE FILLED ARE FREE OF STANDING WATER, FROST, FROZEN MATERIAL, TRASH AND
DEBRIS. THE MATERIAL FROM DEMOLITION SHALL NOT BE USED AS FILL MATERIAL.

BASED ON THE FEMA FLOOD INSURANCE RATE MAP (NO. 34021C0119F, DATED 07/20/16) 3. PROPOSED TOP OF CURB ELEVATIONS ARE GENERALLY 6" ABOVE EXISTING LOCAL

THE PROJECT SITE IS ENTIRELY OUTSIDE THE SPECIAL FLOOD HAZARD AREA.

ASPHALT GRADE UNLESS OTHERWISE NOTED.

4. SUB-BASE MATERIAL FOR SIDEWALKS, CURB, OR ASPHALT SHALL BE FREE OF ORGANICS

SURVEY NOTE:

ALL SITE FEATURES, ELEVATIONS AND CONTOURS SHOWN ON THIS PLAN ARE BASED ON
THE SURVEY PERFORMED AND PROVIDED BY CONTROL LAYOUTS, INC. LAND SURVEYORS OF
HIGHLAND PARK, NJ, BASED ON NAVD 88 DATUM, DATED 05/16/19 AND REVISED ON

11/19/24.

AND OTHER UNSUITABLE MATERIAL. SHOULD SUB-BASE BE DEEMED UNSUITABLE,
SUB-BASE IS TO BE REMOVED AND FILLED WITH APPROVED FILL MATERIAL
COMPACTED 95% OPTIMUM DENSITY (AS DETERMINED BY MODIFIED PROCTOR
METHOD).

5. THE CONTRACTOR IS RESPONSIBLE FOR COORDINATION OF FINISHED GRADES AT THE
BUILDING EXTERIOR WITH THE ARCHITECT. ANY DISCREPANCIES WITH THE GRADING

PLAN SHALL BE IDENTIFIED TO THE ENGINEER IN WRITING PRIOR TO PLACEMENT OF
FILL.

6. ALL DIMENSIONS AND GRADES SHOWN ON THE PLANS SHALL BE FIELD VERIFIED BY
THE CONTRACTOR PRIOR TO CONSTRUCTION. CONTRACTOR SHALL NOTIFY
CONSTRUCTION MANAGER IF ANY DISCREPANCIES EXIST PRIOR TO PROCEEDING WITH
CONSTRUCTION FOR NECESSARY PLAN OR GRADE CHANGES.

7. CONSTRUCTION EQUIPMENT ENTRANCE AND/OR STORAGE OF MATERIAL, SUPPLIES OR
STOCKPILING WITHIN THE FOOTPRINT OF THE PROPOSED STORMWATER INFILTRATION
SYSTEM IS PROHIBITED.

8. CONTRACTOR SHALL COORDINATE THE EXACT UTILITY LOCATIONS WITH THE
ARCHITECT AND MEP ENGINEER PRIOR TO START OF THE WORK.

9. THE CONTRACTOR SHALL COORDINATE AND COMPLY WITH ALL THE DIRECTIVES FROM
THE DIVISION OF WATER/SEWER UTILITY WITH REGARDS TO THE WATER AND SEWER
CONNECTIONS.

10. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO DISCONNECT ANY EXISTING
UNUSED WATER SERVICE(S) AT THE MAIN.

11. NO UTILITY METERS SHALL BE LOCATED AT ANY STREET EXPOSURE OF THE BUILDING.
THE LOCATION OF ALL THE EXTERIOR METERS SHALL BE COORDINATED WITH THE
PROJECT ARCHITECT PRIOR TO INSTALLATION.

12. THE MINIMUM COVER REQUIREMENTS FOR SEWER UTILITIES SHALL BE MAINTAINED.
3.5 FT FOR NON-VEHICULAS TRAFFIC AND 6 FT FOR VEHICULAR TRAFFIC.

13. IN CASE OF ANY STORMWATER RUNOFF DRAINAGE PROBLEMS OCCURRING ON THE
PROPERTY AND/OR NEIGHBORING PROPERTIES, IT WILL BE THE OWNERS
RESPONSIBILITY TO REMEDY THE DRAINAGE ISSUE.

oy
I

. UTILITIES MUST BE METERED WHERE THEY COME INTO ANY PROPOSED NEW,
RECONSTRUCTED OR REHABILITATED STRUCTURE.

ey
w

ALL EXISTING UTILITIES TO BE REUSED WHERE POSSIBLE.

=y
o

. THE APPLICANT/DEVELOPER MUST COMPLY WITH ALL DIRECTIVES FROM THE
DEPARTMENT OF WATER & SEWER UTILITY.

=
N

. ASTREET AND/OR SIDEWALK OCCUPANCY PERMIT MUST BE OBTAINED FROM THE
DIVISION OF TRAFFIC AND SIGNALS PRIOR TO ANY CONSTRUCTION IN OR OCCUPANCY
OF THE PUBLIC RIGHT-OF-WAY.

LEGEND

- EXISTING CONTOUR

—-— - PROPOSED CONTOUR

Tw -TOP OF WALL

Bw -BOTTOM OF WALL

- EXISTING SPOT ELEVATION

FACE OF CURB
'R
NEW 6" CURB 10
PAVEMENT

£ R REPAR

1o
INTERFACE

FINISHED

T

GUTTER
GRADE T — | -
i = ~ EXISTING

SEALJOINT fl —<—|— ASPHALT PAVING

PERNJDOT — | ~.

SPECIFICATIONS LT HMA SURFACE COURSE
| — (NJDOT MIX 1-5)

MATCH SLoPE —] i 22 THICK

OF ADJACENT == TERTE

PAVING s HMA STABILIZED BASE
| ——— COURSE (N/DOT MIX 1-2)
6" THICK

MILL SEALJOINT
INTERFACE PER NJDOT
AREA SPECIFICATIONS

STABLE AND NON YIELDING
SUBGRADE. COMPACTED TO
95% MODIFIED (ASTM D-1557)

L BASE COURSE, NJDOT DENSE
‘GRADE AGGREGATE, 6" THICK

GENERAL NOTES
| .- ALL CONCRETE SHALL CONFORM TO 2001 NJ D.O.T. STANDARD SPEC. FOR ROAD ¢ BRIDGE
CONSTRUCTION SECTION 914 CLASS "B" AIR ENTRAINED.

2.- EXPANSION JOINTS SHALL BE AT | O-FOOT INTERVALS AND FILLED WITH A HALF INCH THICK,
NON-EXTRUDABLE, FIBROUS, BITUMASTIC MATERIAL.

3.- ALL CONCRETE WORK SHALL HAVE A WOOD FLOAT AND TRANSVERSE BROOM FINISH.
BROOMING SHALL BE DONE BEFORE INITIAL SET USING A STEEL OR BARN BROOM.

4.- 4" SUBBASE OF DENSE GRADED AGGREGATE SHALL BE FIRM AND APPROVED BY THE
ENGINEER OR HIS REPRESENTATIVE.

5.- ALL CONSTRUCTION METHODS AND MATERIALS SHALL BE COMFORM TO NJD.O.T. STANDARDS
AND SPECIFICATIONS.

6.- INADEQUATE WORK MAY BE REJECTED BY THE CITY ENGINEER OR HIS/HER REPRESENTATIVE
PRIOR TO POURING.

7.- PROVIDE £' THICK NON-EXTRUDABLE, FIBROUS BITUMASTIC MATERIAL WHERE CURB MEETS
SIDEWALK.

CURB CONSTRUCTION / PAVEMENT REPAIR

NOT TO SCALE

(DETAIL FOR THE SITE,

u| g
EE
o
Ol @
=
&l
2|2
gD
-
z
]
%|Z
Zle
=l
<
3
o
=
B
Z
o~
o
g
2
- o
z
™
- % =
;ﬁgavmgaguﬁ
EIPE i Pl
gﬂgz Q§E A 2
2 =
. .
=i . 28
S, g i
T2 3= ]
o= 8 £Z
= 2z
TE Zz
B £<
oz =i
.= =
Z - Cls
< .
é% <t 0%
<z 2z
T2 5
QE 2
Z o 24
el 44
z &~ =
Q =
=
< ZZ
£
I=}
g
an
ECR
Exo
£R
o0 (3]
5
N
B

Wz

: 973-588-7079

NGINEERING, INC.
NGINEERS e SCIENTISTS e CONSULTANTS

88-7080 Fa

E

Tel: 973-5
Wwww.awzengineering.com  e-mai

Pennsylvania Office: Scranton, PA 18504

E
Main Office: 150 River Road, Suite B3, Montville, NJ 07045

New Jersey Certificate of Authorization No.: 24GA28118400
Pennsylvania Certificate of Authority No.
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